
 Product category G 
Gases, vapours, mists

12
58

Institute
Notified Body
1258 = ElectroSuisse

Equipment protection
Ex eb – increased safety «e»
EN 60079-7
Ex ia – intrinsic safety «i»
EN 60079-11
Ex mb – encapsulation «m»
EN60079-18

Gas explosion group IIC 
  Hydrogen, acetylene,
etc.

Temperature class T5...T4
 Max. temperature of 
 the exposed surface 
 of the product
 T4: <135 °C / T5: <100 °C

Product category D 
 Dusts

Product niveau (EPL) Ga/Gb 
 Very high protection level 
 (Zone 0)

Product niveau (EPL) Da/Db 
High protetion level (Zone 1)

Temperature class  
Max. temperature of the 
exposed surface 
of the product
T80 °C...T110 °C

Equipment protection
Ex ia – intrinsic safety «i»
EN 60079-11
Ex tb – enclosure «t»
EN 60079-31

 Device group II 
Explosive
atmospheres
(not mining)

 Device group II 
Explosive
atmospheres
(not mining)

Explosion proof areas 1/2 
 1: Zone 0
2: Zone 1

Explosion proof areas 1/2 
 1: Zone 0
2: Zone 1

Dust classification IIIC 
  Flammable fibres,
non conductive dust, 
conductive dust
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Labeling of ROTRONIC explosion proof equipment according to ATEX 94/9/EC
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